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EN Installation and operation manual Control unit
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QK-CT3301200LK12
max 2 bollards

Per/For

CONNECTION SCHEME FOR K12 BOLLARDS ONLY. FOR ALL OTHER MODELS PLEASE REFER TO PREVIOUS PAGE





8 QK-CT3301200LK12



Electrovalve (230Vac RAC), for FX bollards equipped only

  Cover lights 12Vac (QK-CT3301200LK12 only)        
       Self-powered output. 12Vac, 800mA max

  Cover buzzer 12Vac (QK-CT3301200LK12 only)        
               Self-powered output. 12Vac, 100mA max

1



PRES 2
FX pressure switch input (see parameter 3(- level 3 and parameter�()- level 2). 
(For FX equipped bollards only).

AUXILIARY INPUT AUX
For bollards with FX device. Is active when emergency FX command is active (see parameter SI- level 3)

               3 wire N.O. closing limit switch imput (set parameter /7 �� - level 3�and parameter I& �� - level 2). 
               When activated the opening travel ends (QK-CT3301200LK12).

              3 wire N.O. opening limit switch imput  (set parameter /7 �� - level 3). When activated the opening travel 
              ends (QK-CT3301200LK12).









FX present. 
For QK-CT3301200LK12

: FX pressure switch failure

: FCC sensor failure or manual forcing attempt



FX pressure switch
polarity







+�

PRESSURE SWITCH 
FX PRES2

NOT PRESENT

Connect all YELLOW cables of the LED 
lamps in parallel

Connect the GREEN cables of the limit 
switch in parallel.

Connect the VIOLET  cables of the pressu-
re switch in parallel 

Connect the GREEN/BROWN cables of 
the burglar device contact in parallel, if 
envisaged 

NOT PRESENT

Connect the WHITE cables of the electro-
valve element in parallel

Connect the PINK cables of the electro-
valve element in parallel , if FX present

Connect the GREEN  cables of the FX pressure switch in parallel, if present



TX





TX



TX





DICHIARAZIONE “CE” DI CONFORMITA’

“CE” DECLARATION OF CONFORMITY
QUIKO ITALYIl costruttore:

The manufacturer:

Via Seccalegno, 19 Sossano (VI) ItalyIndirizzo:
Address:

DICHIARA CHE IL SEGUENTE APPARATO

DECLARES THAT THE FOLLOWING EQUIPMENT

Descrizione : Apparecchiatura elettronica per dissuasori di sosta
Control unit for dissuasive pillarsDescription:

QK-CE220CTDModello:
Model:

 Risulta conforme con quanto previsto dalle seguenti Direttive Comunitarie, comprese le ultime modi che e con la legisla-
zione nazionale di recepimento

 Is in conformity with the provisions of the following Community Directives, including the latest modi¿ cations and
 with the assimilating national legislation

93/68/CEE2004/108/CEE
  Electromagnetic Compatibility

  2006/95/CEE     93/68/CEE 
     Bassa tensione ���/RZ�YROWDJH

 Rispetta le seguenti (parti/clausole di) norme tecniche armonizzate
 Respects the following parts/clauses of harmonized technical standards

EN 61000-6-1 EN 61000-6-2  EN 61000-6-3 EN 61000-6-4 EN 55014-1       EN 55014-2
 E’ conforme alle seguenti (parti/clausole di) norme armonizzate

 Is in conformity with the following parts/clauses of harmonized standards

EN 60335-2-103EN 60335-1

La QUIKO garantisce detta conformità esclusivamente nel caso in cui l’apparecchiatura venga  utilizzata come unità di co-
mando/gestione della motorizzazioni: DISSUASORI SERIE CENTURION nelle con   gurazioni tipiche di installazione e 
con periferiche conformi alle Direttive Europee.

QUIKO guarantees such a conformity only if the control unit is used as a control/management unit for automation system: 
CENTURION SERIES BOLLARDS in typical con¿ guration of installation and with peripherals which conform to the                         

European Directives.

Sossano 16/05/201 6     
The legal Representative







 

QUIKO ITALY
Via Seccalegno, 19
36040 Sossano (VI) - Italy
Tel. +39 0444 785513
Fax +39 0444 782371
info@quiko.biz
www.quikoitaly.com




